
Skid mounted unit for 
compressed air and N2

Dryed compressed air receiver

Pressure reducer
for nitrogen generator

3 in 1 filter
for membrane protection

Adsorption dryer

Steel base plate with 
4 shock absorbers 
and easily accessible 
lifting points

Compressed air outlet

N2 outlet

Silent encapsulated
rotary screw compressor

NITROSKID

Type LxPxH

l dB (A) l /min CFM m3/h bar psi HP kW
mm
in

kg
lb

NITROSKID 5,5 270 66 5,5 4
1750
68,2

820
31,9

1820
70,9

480
1058

400 14,1 24 11 159

NITROSKID 10 270 67 10 7,5
1750
68,2

820
31,9

1820
70,9

485
1069

830 28,2 48 11 159
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Retrofit N2 generator

Nitrogen volume
5,5 HP

Nitrogen volume
10 HP

Nitrogen quality

l/min CFM l/min CFM %

152 5,37 315 11,00 96,50%

136 4,80 285 10,00 97,20%

120 4,30 250 8,80 98,00%

100 3,50 207 7,30 98,50%

84 2,90 174 6,14 98,90%

68 2,40 141 5,00 99,20%

48 1,70 100 3,50 99,55%

36 1,30 75 2,65 99,75%

18 0,64 37 1,30 99,85%

N2 VOLUME/PURITY

26 gal/100 lt N2 receiver

N2 outlet

Air inlet (dryed)

Pressure reducer
for nitrogen generator

400
15,8

13
40

52
,8
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 Values valid only if 100% compressed air is used for N2 generation


