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Adjustable Series Hydraulic Shock Absorbers
OEMXT Mid-Bore Series Accessories

Accessories

OEM
XT

OEMXT 1-1/8 & OEMXT 2.0M Series

Clevis Mount

Flange Foot Mount
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Catalog No./Model in. in. in. in. in. in. in. in. in. in. in. in.

(mm) (mm) (mm) (mm) (mm) (mm) (mm) (mm) (mm) (mm) (mm) (mm)

Δ (LR)OEMXT 1 1/8 x 2 CM(S) 2.0 12.06
.751 .751 1.250 1.50

2.88 1.50 1.50 1.40 1.06
.640

.90 11.7+.010/-.000 +.010/-.000 +.000/-.010 +.030/-.030 +.010/-.010

Δ (LR)OEMXT 2.0M x 2 CM (S) (50) (306,0)
(19,07) (19,07) (31,7) (38,1)

(73,0) (38,1) (38,0) (36,0) (26,0) (16,3) (23,0) (5,30)
(+0,25/0) (+0,25/0) (0/-0,3) (+0,8/-0,8) (+0,25/-0,25)

ΔOEMXT 1 1/8 x 4 CM(S) 4.0 16.06
.751 .751 1.250 1.50

2.88 1.50 1.50 1.40 1.06 .640 .90 13.4+.010/-.000 +.010/-.000 +.000/-.010 +.030/-.030 +.010/-.010

ΔOEMXT 2.0M x 4 CM(S) (100) (408,0)
(19,07) (19,07) (31,7) (38,1)

(73,0) (38,0) (38,0) (36,0) (26,0) (16,3) (23,0) (6,08)(+0,25/0) (+0,25/0) (0/-0,3) (+0,8/-0,8) (+0,25/-0,25)

ΔOEMXT 1 1/8 x 6 CM(S) 6.0 21.13
.751 .751 1.250 1.50

2.88 1.50 1.50 1.40 1.06 .640 .90 16.3+.010/-.000 +.010/-.000 +.000/-.010 +.030/-.030 +.010/-.010

ΔOEMXT 2.0M x 6 CM(S) (150) (537,0)
(19,07) (19,07) (31,7) (38,1)

(73,0) (38,0) (38,0) (36,0) (26,0) (16,3) (23,0) (7,39)(+0,25/0) (+0,25/0) (0/-0,3) (+0,8/-0,8) (+0,25/-0,25)

Notes: 1. “S” designates model is supplied with spring. 2. Δ = Non-standard lead time items, contact ITT Enidine.

Bolt Weight
Y Z FA FB FC FD FE FG FJ FK Size (mass)Catalog No./ Part

Model (Ref) in. in. in. in. in. in. in. in. in. in. in. lbs. NotesModel Number
(mm) (mm) (mm) (mm) (mm) (mm) (mm) (mm) (mm) (mm) (mm) (kg)

FM 2 1/2 - 12 2FE3010 (LR)OEM 1 1/8 3.00 1.56 5.63 4.88 .41 3.38 0.63 1.75 0.44 0.88 3/8 2.3 1
FM M64 x 2 2F3010 (LR)OEM 2.0M (76,2) (39,6) (143,0) (124,0) (10,4) (89,7) (16,0) (44,5) (11,2) (22,4) M10 (1.08) 2
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Notes: 1. OEM 1 1/8 x 6 ‘Z’ dimension is 2.69 in.
2. OEM 2.0M x 6 ‘Z’ dimension is 68,3 mm

FJ
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